PIPE SIZE MIN. ONE LARGER THAN PUMP INLET

STRAINER C/W 32mm (1 1/4")Ø BALL VALVE

PROVIDE 450mm (18") LONG SPOOL PIECE

TAP & DRILL FLANGE 65mm (2 1/2")Ø PIPE SUPPORT ON 150mmX150mmX8mm (6"X6"X1/4") BASE PLATE. WELDED TO ELBOW AND SECURED TO BASE.

CONCRETE BASE

MINIMUM 2-PIPE DIAMETER

65mm (2 1/2")Ø COLLECTOR PIPE FROM ALL DRAIN COCKS, ROUTE TO NEAREST FUNNEL FLOOR DRAIN.

NOTE:
1) VALVES TO BE PIPE LINE SIZE AS INDICATED ON SCHEMATIC

BASE MOUNTED PUMP DETAIL

N.T.S.

INERTIA BASE

ISOLATOR

BASE DETAIL

Physical Plant Department
89 Freedman Crescent Winnipeg, MB

Drawing Title:
BASE MOUNTED PUMP DETAIL

Sheet Title:
A & E STANDARDS

Scale:
NTS

Drawn By:
E.V.

Date:
JULY 2002

Requisition No.:
C00000

Detail No.:
15400-035

Drawing No.:
D-***