COMBINED WATER SERVICE DETAIL
N.T.S.

- BACKFLOW PREVENTION ASSEMBLY
- N/C
- WATER METER C/W BYPASS
- SPRINKLER CONTRACTOR SHALL CONNECT TO INCOMING SERVICE AT THIS POINT
- TYP. STAINLESS STEEL ANCHOR RODS. LENGTH TO SUIT.
- FLOOR LINE
- INCOMING WATER SERVICE

TO SPRINKLER SYSTEM
ALARM VALVE
DOUBLE DETECTOR CHECK VALVE
100mm
150mm
50mm

SIAMESE CONNECTION
Drip Check

Frost Box

THRUST BLOCK, TYPICAL

** VALVE TO BE TAMPERPROOF OR CHAINED OPEN AND LOCKED

NOTE:
** TAMPER-PROOF VALVE

Physical Plant Department
89 Freedman Crescent Winnipeg, MB

DRAWING TITLE:
COMBINED WATER SERVICE DETAIL
DOMESTIC & FIRE SERVICE

SHEET TITLE:
A & E STANDARDS

DRAWN BY:
J.A.L.

DATE: OCTOBER 2004
PROJECT NO.: 15500-014

UNIVERSITY OF MANITOBA

ARCHITECTURAL ENGINEERING SERVICES

SCALE: NTS
REQ. NO.: C00000
DWG. NO.: D-***