OVERHEAD ROD SUPPORT

1/2" THREAD HANGER ROD

SPLICE CONNECTOR

STD. LENGTH - 12'-0"

3/8" BOLT X 2" LG.
WITH NUT AND WASHER
(2) REQ'D.

2" B-LINE # BCH32 C/W CABLE RETAINER,
CABLE SUPPORT CLIP SECURED TO CABLE
TRAY AT EVERY 3RD RUNG. (EXACT SIDE
TO BE DETERMINED ON SITE PRIOR TO
INSTALLATION). J-HOOK USED FOR CURRENT
CARRYING CABLES. CURRENT CARRYING
CABLES TO CROSS UNDER CABLE TRAY.

EXPLODED VIEW
TRAY SPLICE

BOTTOM RUNG, CENTER HUNG
CABLE TRAY INSTALLATION
NEMA 12C CSA LOAD RATING C1

CONCRETE INSERT

CONCRETE SLAB

STIFFENER BAR

1/2" HANGER ROD

MONO TRAY

NUT, BOLT, WASHER

STIFFENER BAR ASSEMBLY
(USE WHEN DROP EXCEEDS 39")

NOTES:

1. PROVIDE CABLE TRAY DROP OUT SHOOT AT EACH
TRANSITION WHERE MORE THAN 20 CABLES DROP
FROM TRAY. INCLUDING, BUT NOT LIMITED TO
CORNERS, OVER VERTICAL WIRE MANAGEMENTS
AND ABOVE VERTICAL SLEEVES.