SURFACE INSTALLATION

N.T.S.

- PROVIDE AND INSTALL ONE (1) CAT6 CABLE TO ASSIGNED VOICE/DATA ROOM AND PATCH PANEL LOCATION. LABEL AND TERMINATE BOTH ENDS.
- AMP CAT RJ45 PORT
  - PART #1375055-2 (IVORY)
  - (W/O CABLE BOOT)
- 2" DIA. HOLE CENTERED ON BACKBOARD
- SUTTLE SE-630A MOUNTING PLATE SCREWED TO BACKBOARD WITH FOUR (4) #8 ROBERTSON SCREWS
- 1" x 5/8" DEEP GROOVE FOR CABLE
- 1" MDF BACKBOARD PAINTED TO MATCH EXISTING. (SUPPLIED BY U OF M) MOUNTED @ 48" O.C. A.F.F. WITH FOUR(4) #8 ROBERTSON FLAT-HEAD SCREWS AND GRIPCON ANCHORS
- WIREMOLD V500 RACEWAY FROM FLOOR OR CEILING SPACE AS REQUIRED

RECESSED INSTALLATION

N.T.S.

- DRYWALL
- SINGLE GANG DEEP OUTLET BOX
- SINGLE GANG PLASTER RING
- RECESSED RJ45 JACK
- SEMTRON PLATE

- PROVIDE AND INSTALL ONE (1) CAT6 CABLE TO ASSIGNED VOICE/DATA ROOM AND PATCH PANEL LOCATION. LABEL AND TERMINATE BOTH ENDS.
- AMP CAT RJ45 PORT
  - PART # 1375055-2 (IVORY)
- SUTTLE SE-630A MOUNTING PLATE MOUNTED @ 48" O.C. A.F.F. WITH FOUR (4) #8 ROBERTSON SCREWS AND APPROPRIATE METAL EZ ANCHORS

- SINGLE GANG DEEP OUTLET BOX C/W SINGLE GANG PLASTER RING MOUNTED @ 48" O.C. A.F.F.
  - (PLASTER RING TO MATCH DRYWALL THICKNESS)