NOTES

1. PROVIDE NEW CENTRE CABLE TRAY WHERE INDICATED. CABLE TRAY TO BE "SUPERIOR" 12" WIDE TYPE WITH 9" RUNG SPACING AND SHALL INCLUDE ALL NECESSARY FITTINGS AND MOUNTING HARDWARE. PROVIDE A MINIMUM OF SIX (6) CABLE DROP-PUTS (#DROP-A-12-6) FOR CABLE TRAYS IN VOICE-DATA ROOMS AS REQUIRED AND AS DIRECTED BY IST/CNS. MOUNT CABLE TRAY ON TOP OF RACKS AS PER DETAIL SHEET DE-12. MAINTAIN MINIMUM 12" CLEARANCE FROM FLUORESCENT LIGHT FIXTURES.

2. INSTALL EQUIPMENT RACKS, CABLE TRAY, BONDING, RECEPTACLES, FLOOR SLEEVES, ETC. PER DETAIL DRAWINGS. WIRE NEW RECEPTACLES TO EXISTING PANELS AS NOTED. PROVIDE NEW 12" WIDE CABLE TRAY ACROSS TOP OF RACKS AS INDICATED. PROVIDE MIN. #6 AWG GREEN INSULATED GROUND CONDUCTOR FROM GROUND LUG ON EACH EQUIPMENT RACK INCLUDING CABLE TRAY AND CONNECT TO MAIN BUILDING GROUND.

3. THE ELECTRICAL CONTRACTOR SHALL PERFORM THE FOLLOWING WORK TO SUPPLY, INSTALL, WIRE, CONNECT AND TEST. CONTACT HAROLD ROBSON OF IST/CNS AT 474-6815 FOR FURTHER CLARIFICATIONS AS REQUIRED.