HANDICAPPED WASHROOM INFRARED SENSOR LOCATION DETAIL (N.T.S.)

30" GRAB BAR – EXACT LOCATION TO BE SITE DETERMINED

INFRA-RED SENSOR MOUNTED AT 42" ABOVE FLOOR (TO CENTRE LINE)

OPEN FRONT WATER CLOSET SEAT (SEAT LID NOT SHOWN)

AUTOMATIC SENSOR FLUSH VALVE ASSEMBLY

WALL MOUNTED WATER CLOSET RIM LOCATED AT 16" ABOVE FLOOR

HANICAPPED WASHROOM INFRARED SENSOR LOCATION DETAIL (N.T.S.)

4 1/2" x 4 1/2" SENSOR PLATE

4"x4" GANG BOX

OVER-RIDE BUTTON

INFRA-RED SENSOR EYE

Q OF INFRA-RED EYE

Q

1 1/2" Ø GRAB BAR

34" CENTRE LINE OF GRAB BAR TO FLOOR

SENSOR DETAIL

N.T.S.

Physical Plant Department
89 Freedman Crescent Winnipeg, MB

DRAWING TITLE:
WATER CLOSET FLUSH VALVE HANDICAPPED INSTALLATION

A & E STANDARDS

DRAWN BY: J.A.L.

DATE: SEPTEMBER 2004

PROJECT NO.: 15400-002