HINGED UP-DISCHARGE EXHAUST
FAN - ULC RATED FOR GREASE
LADEN AIR

2850mm (9'-6") CLEARANCE
TO AIR INTAKES, ADJACENT
BUILDINGS, PROPERTY LINES

50mm (2") RIGID FIBERGLASS
COVERED WITH SEALED
GALVANIZED STEEL FLASHING

WEATHER PROOF
GREASE CONTAINER

COMBUSTIBLE ROOF DECK
USE CLEARANCE REDUCTION
SYSTEM AS PER ATTACHED
COMBUSTIBLE CEILING
DRYWALL ON WOOD
JOISTS

300mmx300mm
(12"x12")
DUCT

CUT & PATCH ROOF
WATER TIGHT

WOOD JOISTS

450mm
(18")

150mm (6")

1950mm
(6'-6")

75mm (3")

25mm (1") PAROC 1280
MINERAL WOOL INDUSTRIAL BOARD
COVERED WITH 22 ga GALV.
STEEL

S.S. WELDED EXHAUST HOOD
TO CONFORM TO N.F.P.A. 96
C/W GREASE FILTERS

DRYWALL ON WOOD STUDS

25mm (1") PAROC INDUSTRIAL
BOARD COVERED WITH 22 ga S.S.

RANGE GUARD FIRE SUPPRESSION
SYSTEM BY QUALIFIED CONTRACTOR

NON-FIRE RATED CEILING EXHAUST CANOPY DETAIL
N.T.S.