OIL STORAGE TANK WITH REMOTE FILL DETAIL
N.T.S.

Physical Plant Department
89 Freedman Crescent  Winnipeg, MB

DRAWING TITLE:
OIL STORAGETANK-ROMETE FILL

SHEET TITLE:
A & E STANDARDS

DRAWN BY: E.V.  REQ. NO.:
NTS  MAY 2002  C00000

D-***

WEATHER-PROOF VENT CAP
38mm (1 1/2") FUEL OIL VENT
3mm (1/16") THICK S.S. PLATE TO BE SECURED TO WALL
GRANULAR FILL
CONCRETE BASE
OIL STORAGE TANK

EXTRA BLDG WALL
GRADE LEVEL
GRANULAR FILL

SUCTION LINE
RETURN LINE
GAUGE LINE

TANK TO BE C/W
150mmX100mmX100mmX13mm
(6"X4"X4"X1/2")
LONG ANGLE SUPPORT

ELEVATION

38mm (1 1/2") FUEL OIL VENT
STAINLESS STEEL PLATE
65mm (2 1/2") FILL LINE & VANDAL-PROOF CAP

GRADE LEVEL
GRANULAR FILL

OVERSIZED SLEEVE THROUGH WALL
SUCTION LINE
RETURN LINE
GAUGE LINE

NOTE:
ALL CONCRETE TO HAVE MINIMUM DENSITY OF 140#/FT^3
(2245 Kg/M^3)

SECTION

25mm (1") ROD
2150mm (7') MINIMUM
900mm (3')
150mm (6")
300mm (12")