NOTE:
1. FOR CONCRETE FLOOR SYSTEM USE INSERTS TO SUPPORT HANGER RODS.

CEILING TILE EQUAL TO THAT OF CEILING CONSTRUCTION TO EXTEND OVER DUCT BY 150mm (6") TO BE PROVIDED WHERE CEILING FIRE DAMPERS ARE REQUIRED.

6mm (3/8") "U" CLAMP OVER JOIST CHORD AND BOLTED TO ANGLE DUCT SUPPORT -DO NOT SUPPORT FROM DECK

WIRE TO CHANNEL OR ANGLE BELOW

38mmx38mmx8mm (1 1/2"x1 1/2"x1/4") ANGLE TO SUPPORT DUCT BELOW

8mm (1/4") CLAMP

150mm (6")

150mm (6")

8 GA. WIRE

SUPPORT ANGLE

ELBOW SUPPORT CHANNEL

GLASS FIBRE DUCT LINING AS SPECIFIED

38mmx12mm (1 1/2"x1/2")

46MSG STEEL CHANNEL BOLT TO F.D.

CEILING TILE

CEILING TYPE FIRE DAMPER (WHERE SHOWN ON CONTRACT DRAWINGS)

'A' = LARGEST DIMENSION

'B' = SMALLEST DIMENSION

RETURN AIR GRILLE DETAIL

N.T.S.