SUMP PIT COVER AND FRAME

OPTIONAL PUMP OUT ARRANGEMENT WITH CHECK VALVE AND UNION

1/4" (8mm) STAINLESS STEEL HOOK

1 1/4" x 2" x 3/16" (32mm x 50mm x 6mm) ANGLE FRAME C/W ANCHORS

DROP HANDLES

SUMP PIT VENT AND PUMP OUT LINES TO OFFSET TO CLEAR COVER AND RISE ALONGSIDE NEAREST WALL

ELECTRICAL OUTLET BY DIVISION 16

CHECK VALVE

UNION

OPTIONAL VENT ARRANGEMENT

3/4" (20mm) CONDUIT FOR PLUG. SEAL ABOVE FLOOR LEVEL

DRAINAGE LINE

NYLON ROPE

ELECTRICAL CORD

SUMP PUMP C/W INTEGRAL FLOAT SWITCH

HIGH WATER ALARM LEVEL

SUBMERSIBLE SUMP PUMP DETAIL

N.T.S.

Physical Plant Department
89 Freedman Crescent Winnipeg, MB

A & E STANDARDS

UNIVERSITY OF MANITOBA

DRAWING TITLE:
SUBMERSIBLE SUMP PUMP DETAIL

DRAWN BY:
E.V.

SCALE:
NTS

DATE:
OCTOBER 2004

REQ. NO.:
C00000

DETAIL NO.:
15400-017

DWG. NO.:
D-***